
 

SPRAYCAN PAINT REMOVER 

Spraycan Paint Remover is designed to 
Remove graffiti from all porous surfaces. 
It is designed to remove thin layers of paint (graffiti), either marker pens or spraycan paints.  
 
Spraycan Paint Remover is not designed to 
It is not designed to remove thick layers of paint such as gloss paint or line marker paints. 
This product should not be used on non-porous surfaces. 
Avoid splashing onto aluminium window frames or galvanized surfaces. 
 
Health & Safety 

 Please read the safety instructions prior to commencing. 

 Protective gloves and safety glasses must be worn at all times. 

 Application is by means of nylon brushes. This product is not designed to be sprayed or 
atomised. 

 Dispose of run off in accordance with local regulations. Run off should not go into rivers. 
 

Instructions 
 
Step 1 
 Spraycan Paint Remover should be decanted into a smaller vessel and is then applied 

liberally over the graffiti using a nylon brush. 

 Three flood coats should be applied, with just a minute’s gap between applications. 

 Do not allow the solutions to dry out. If it does dry, apply one further coat prior to jet 
washing the graffiti off.  

 
Step 2 
 Relatively fresh graffiti can then be jet washed off. Old or sun baked graffiti should be given 

a few minutes dwell time prior to jet washing off. A hot jet washer is not essential, but will 
generally give slightly better results than a cold jet washer. 

 
Other information 
 Poor results are generally the result of poor application; too little solution or not sufficient 

dwell time. Turning up the pressure on your jet washer is not the answer. 

 It may be necessary to spot treat thicker layers of paint i.e. where there is crossover 
resulting in two or three times the thickness of paint. 

 Highly porous surfaces such as sandstone should be given more dwell time to allow the 
solution to penetrate. In these challenging situations it’s a case of “the longer and wetter the 
better”. 

 Spraycan Paint Remover can be used in the rain; generally walls do not become running wet.  
Spraycan Paint Remover can also be used in sub-zero temperatures. It will just work slightly 
slower as all chemical reactions tend to do. Please allow a little more dwell time. 

 May be used in conjunction with Heritage Graffiti Remover on certain “difficult” colours such 
as certain blacks, yellows and whites. 
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For further advice or details of our purpose built graffiti removal training school, please call; 

01256 883029 
Wildmoor Lane, Sherfield-on-Loddon, Hook, HANTS, RG27 0HL 


